
Installation and maintenance instructions

NB: These instructions must be given to end users for correct installation and maintenance. The appliance must not be tampered 
with or transformed and t must be installed and used as supplied and in compliance with the National Rules on installations. Any 
no-compliant installations will invalidate all forms of guarantee. 
THE COMPANY CANNOT BE HELD RESPONSIBLE FOR DAMAGE CAUSED BY INCORRECT OPERATION.

MIU-C S MIU-C M MIU-C L W ood

1 2A 3A 4Wood ceiling installation Wood ceiling installation

L (brown)
Dim+ (purple)
N (blue)
Dim- (grey)
GND (green)

L (brown)

N (blue)

GND (yellow/green)

15 25 25

X3

5 6

www.nekolighting.comNEKO LIGHTING  AG

D91/C  EIDOS SPOT LIGHT

2A 3A

2B 3B

4

Attention: Cut out size 
maybe smaller than driver 
size, please check before 
cutting hole.
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Surface Ceiling Spot Light Installation Procedures
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Energy Efficiency Class Of The Light Source

2700K 3000K 4000K
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LED LED

Not Replaceable Led Source

RAEE n°IT08010000000166

Disposing of as urban waste is 
forbidden, separate collection is 
mandatory when the product is at 
the end of its life
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Attention: Cut out size 
maybe smaller than driver 
size, please check before 
cutting hole.
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Recessed Ceiling Spot Light Installation Procedures
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